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FIG 1NOTES:
1. MATERIAL: NYLON 6/6 UL 94 UL V-2 (RMS-01)
2. COLOR: NATURAL.
3. *PARTS AT MINIMUM PANEL THICKNESS (.031 [0.79]) WORK ONLY WITH #10 SCREW
4. ALTERNATE UNITS FOR REFERENCE ONLY.
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TYPICAL APPLICATION

"T1"

"T2"

RECOMMENDED
SCREW LENGTH = T1+B+C

PART NO. HEAD SIZE "A"±.010 HEAD THICKNESS 
"B"

PRONG 
LENGTH 
"C"±.015

MOUNTING HOLE 
SIZE (SQUARE)

PANEL THICKNESS 
RANGE "T2"

SELF 
TAPPING 

SCREW SIZE

FIG 
NO.

 HEAD 
STYLE 

NO.
SRSG6-04-01 .38 X .38 [9.7 X 9.7] .04 [1] .280 [7.1] .245-.255 [6.22-6.48] .031-.125 [0.79-3.18] 6 1 1

SRSG-1D .240-.260 [6.1-6.6]
SRSG-2D .307-.317  [7.8-8.1]
SRSG-3D .360-.390 [9.1-9.9]
SRSG-4D .485-.515 [12.3-13.1]
SRSG-5D .610-.640 [15.5-16.3]
SRSG-6D .672-.702 [17.1-17.8]
SRSG-7S .028-.038 [0.7-1]
SRSG-8S .057-.067 [1.4-1.7]
SRSG-9D .093-.103 [2.4-2.6]

SRSG-10D .125-.135 [3.2-3.4]
SRSG-11D .360-.390 [9.1-9.9]

8 or 10

.031-.156 [0.79-3.96]

.031-.130 [0.79-3.3]

2

1

2

.490 [12.4] DIA.

.405 X .405 [10.3 X 10.3]

.280 [7.1] *.031-.109 [0.79-2.77]

.275-.290 [6.99-7.37]

.325 [8.3]
.500 [12.7] DIA. .280-.295 [7.11-7.49]

1

1

.281-.286 [7.14-7.26] 2


